





Models: 422FL & 462FL

(" Electrical Requirements N ( BUCK DIMENSIONS (unpadded)
Voltage: 100-240VAC, 1PH, 50/60Hz, 0.35-0.19 Amps
Electrical Requirements with optional Built-in Vacuum 40.25"(1022) 44.5"(1130)
Voltage: 110-120VAC, 1PH, 60Hz, 8.4 Amps
Voltage: 220VAC, 1PH, 60Hz, 4.3 Amps
Mﬁmma__ W_?<mocc3 & Water xmn::m:_uw.__.a — IER(111) 638°R.(162) /K RO 638R(162)
team Inlet __
Steam Outlet NPT 172" N ossson X s
Rec. steam pressure PSIG 75-85
4 wPa 052050 | | 422FL 462FL
Steam consumption @ 80psig(552 kPa) BHP 1
kg/hr 15.6 ' : ; :
lbfhr  34.5 Detail Line Drawing (millimeters shown in parentheses)
Compressed air NPT  3/8"
Air consumption free air/cycle at 80psig 032FT® 1 - Control Push Buttons
free air/cycle at 0.55MPa 9 liters 2 - Steam Inlet connection
Rec. air pressure PSIG 80 3 - Air connection
. MPa 0.5 4 - Steam Outlet connection
Vacuum Connection NPT 1 1/4" 5 - Vacuum Connection
Water Inlet (for optional water spray) NPT 14" 6 - Electrical Connection (7'6" ~ 3 Prong Electrical Cord)
Weight (crated 7 - Water Connection (For optional water spray)
Shipping lbs 720 8 - Optional Built-in Vacuum
Y kg 326 )
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